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QUICSEAL 412 
Step Nosing 
 
Introduction 
QUICSEAL 412 Step Nosing is made from high quality unplasticised polyvinyl chloride (uPVC) or 
flexible PVC material. The product is ideal for use as protection to edges of steps for hard coverings 
such as Tile, Stone & Concrete flooring, etc. 
 
Top Width 50mm 

Grey SN 48 S001GR 

Pcs/Sleeve 10 lgth / bag 

Length (cm) 2.5 mtr 

 
Possible installation methods 
 
Section (A) - Bedded on tile adhesive 

 
 
Section (B) - Installed using adhesive and finished with tread 
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Section (C) - Installed using adhesive and screed & plaster 

 
 
Remarks: QUICSEAL 412 is available in standard lengths of 2.5mtr other lengths can be made   
available upon request with minimum order quantity of 1000mtr 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Important Notes 
The information set forth herein is furnished in good faith and is based on technical data that QUICSEAL considers to 
be reliable. This information is intended for used by persons having technical skill and at their own discretion and risk. 
Information contained in this product sheet conforms to the standard detail recommendations and specifications for 
the installation of QUICSEAL products as of the date of publication of this document. QUICSEAL makes no other 
warranties and assumes no liability, expressed or implied, as to the architecture, engineering or workmanship of any 
project. To ensure that you are using the latest, most complete information, contact QUICSEAL  
 
Reference No.  QS412/270520 
 
ARDEX-QUICSEAL SINGAPORE PTE. LTD. 
www.ardex-quicseal.com 
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