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QUICSEAL 602 HB 
High Build Mortar 
 
Description  
QUICSEAL 602HB High Build Mortar is a multi-purpose pre-packed, factory blended powder mix 
comprising of carefully selected raw materials, Portland Cement and graded aggregates and specially 
formulated additives designed to be mixed with appropriate QUICSEAL latex admixtures for the 
installation of ceramic tiles, natural stones, screeds and renders, forming spatter and splash coats. 
When cured, QUICSEAL 602HB mortar is water resistant and has excellent thixotropic and shrinkage 
control properties. 
 
Typical Uses 
QUICSEAL 602HB when used with the appropriate QUICSEAL latex admixture is suitable for: 
 casting thick bed mortar and adhesive 
 casting screeds and renders 
 concrete patching and repairs  
 conventional installation of ceramic tile & natural stones 
 sprayed or splash-on spatter or rough coat 

 
Packing  
QUICSEAL 602HB is supplied in 20 kg bags. 
 
Storage 
12 months in a dry place in the original packaging 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Important Notes 
The information set forth herein is furnished free of charge in good faith and is based on technical data that QUICSEAL 
considers to be reliable. This information is intended for used by persons having technical skill and at their own discretion 
and risk. Information contained in this product sheet conforms to the standard detail recommendations and specifications 
for the installation of QUICSEAL products as of the date of publication of this document. QUICSEAL makes no other 
warranties and assumes no liability, expressed or implied, as to the architecture, engineering or workmanship of any 
project. To ensure that you are using the latest, most complete information, please contact QUICSEAL  
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