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ARDEX P 51 RFU
Water-based Primer

DESCRIPTION
Water-based primer. Aqueous synthetic polymer 
based dispersion.

SUBFLOOR PREPARATION
Substrates must be dry, protected by a functioning 
DPM firm and free from dust, water soluble 
materials, excess adhesive residues and other 
barriers to adhesion.

Surface contamination such as residues of polish, 
wax, grease, etc. should be removed using ARDEX 
DGR degreaser prior to suitable mechanised 
preparation. ARDEX P 51 RFU is not recommended 
for use on metal and mastic asphalt, excess 
adhesive residues, ARDEX DPM, polyurethane and 
epoxy coatings. 

APPLICATION
Ensure that the ambient temperature and the 
temperature of the surface being primed are 
above 5°C. If ARDEX P 51 RFU is used where moisture 
sensitive materials are to be subsequently applied, 
the substrate must be dry, i.e. with flooring
materials the screedshould have a RH reading 
not greater than 75% and,where direct to ground, 
protected by an effective dampproof membrane.
Apply the priming coat evenly with a soft broom 
or brush, over the sound, clean and dust-free 
surface and leave to dry thoroughly to a clear, 
thin film beforegeginning any subsequent work.

COVERAGE
5 kg of ARDEX P 51 RFU will cover approx. 30m2.

PACKAGING
5 kg, 20 kg and 200 kg

STORAGE
When stored under the correct conditions and 
unopened, ARDEX P 51 RFU has a shelf life of 12 
months.

SAFETY PRECAUTIONS
Keep out of reach of children Irritant: Avoid eye 
and skin contact. In case of contact with eyes 

and skin, rinse with plenty of water. In event of 
irritation, seek for medical advice according to the 
material Safety Data Sheet which is available upon 
request and online at www.ardex-quicseal.com

DISCLAIMER
The technical datasheets are based on the latest 
information and given in good faith and represent 
the best of our knowledge and experience at 
the time of printing. They are primarily offered 
for user’s consideration and evaluation. It is the 
responsibility of the user to conduct their own 
tests to validate the suitability of the products. 
It is also the responsibility of the user to ensure 
that the products are used and handled correctly 
and in accordance with any applicable standards, 
the product instructions and recommendations 
and only for the uses they are intended. As we
have no control over site conditions and the 
execution of the work, we accept no liability for 
any loss or damage which may rise as a result 
thereof. We also reserve the right to update the 
information at any time without prior notice to 
you to without prior notice to you to reflect our
ongoing research and development program.
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