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Ready to receive floorcoverings in as 
little as 20 minutes

Can receive vinyl sheet up to 80 minutes

Excellent early and long term adhesive strength

Can used as a wet bond adhesive

High temperature resistance

Very low emissions



ARDEX AF 145
Pressure Sensitive Vinyl Adhesive

DESCRIPTION
ARDEX AF 145 is a water-based, solvent free, low 
odour, pressure sensitive and wet bond acrylic 
emulsion-based floorcovering adhesive. With a reduced 
airing, and long open time, ARDEX AF 145 offers 
excellent application properties and produces a high 
bond strength with permanent high tack. It is protected 
from biodegradation and has excellent resistance to 
plasticiser migration. It can be used on floors and walls 
application.

ARDEX AF 145 meets the requirement guidelines for 
the EMICODE license ‘EC1 PLUS’, achieving the lowest 
possible emission limits

USE
ARDEX AF 145 is ideal for installing all types of vinyl 
floorcoverings internally with all ARDEX Latex and 
Water-Based Levelling and Smoothing Compounds in 
both commercial and domestic locations.

PRIMING
Priming is not required, however, on highly absorbent 
surfaces it can be advantageous to prime with ARDEX 
P 51  priming  and bonding
agent diluted 1:3 with cold, clean water. This will 
maintain the working time and ensure  maximum  
coverage of the adhesive.

SURFACE PREPARATION
Subfloors must be level, permanently dry, solid  and free 
from cracks, dirt and adhesion-inhibiting substances. 
Apply corresponding ARDEX levelling compounds to 
non-absorbent and uneven subfloors.

APPLICATION
Stir ARDEX AF 145 well before using.
ARDEX AF 145 should be applied evenly to the suitably 
prepared substrate using the appropriate  serrated 
trowel, held approximately at a 60 degree angle to 
the subfloor to maximise coverage and avoid forming 
pools of adhesive.

Depending on the type of installation, the following 
should be observed.
 
PRESSURE SENSITIVE – DRY BOND
When used as a pressure sensitive/dry bond adhesive, 
ARDEX AF 145 should be applied to the subfloor and 

left to dry to a full tack, at least 20 - 40 minutes, 
depending on subfloor absorbency and ambient 
conditions.

For optimum performance, place the floorcovering into 
the adhesive within 30 minutes for LVT and 80 minutes 
for sheet vinyl, taking care to ensure correct alignment, 
as repositioning can be difficult. Roll the floorcovering 
using a 68kg roller and/or use a smoothing tool. Roll 
from side to side first, then end to end, to ensure full 
overall contact with the adhesive. Remove any air 
pockets with a cork board or rubbing tool before rolling.

Where there is a delay between applying the 
adhesive and the installation of the floorcovering, any 
contamination, e.g. by other trades, must be prevented 
from affecting the applied ARDEX AF 145.

WET BOND
Floorcoverings can be applied directly into the wet 
adhesive on absorbent backgrounds after the airing 
time, between 5 - 20 minutes, depending on ambient 
conditions.

When used as a wet bond adhesive, only apply sufficient 
adhesive that can be covered within the working time, 
up to 45 minutes on an absorbent subfloor. Periodically 
check that the adhesive has transferred to the rear of 
the floorcovering.

Remove any air pockets with a cork board or rubbing 
tool whilst the adhesive is still wet and roll the flooring 
with a 68kg roller as above.

Some vinyl floorcoverings may benefit from further 
rolling/smoothing. Heat welding should only 
commence once the adhesive has dried sufficiently. Do 
not allow the floor to be wet cleaned immediately after 
the floorcovering has been installed. Allow significant 
time for the adhesive bond to develop before wet 
cleaning commences, typically 48 hours at 20°C.

When applying adhesive onto the substrate, ensure 
that any adhesive which is surplus to requirements, 
and has been moved across the subfloor, is not placed 
back into the container. It should be placed into an 
alternative container for safe, easy disposal. This will 
avoid possible contamination issues.
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COVERAGE

Trowel 
Size

Consumption Floor 
Coverings

TKB A1 250 – 280 g/m2 •	 Cushioned vinyl 
flooring

TKB A2 300 – 350 g/m2 •	 LVT flooring
•	 Homogenous 

and hetero-
geneous PVC 
flooring in 
strips and tiles

•	 Cushioned vinyl 
flooring

•	 Rubber floor-
ing up to 4mm 
thickness

TKB B1 400 – 450 g/m2 •	 Textile flooring 
with PVC or 
PUR

•	 Textile floor 
covering with 
latex features

The actual coverage achieved in practice is affected 
by application technique, as well as the texture and 
absorbency of the subfloor.

TECHNICAL DATA

Raw material 
base:

Acrylate dispersion 

Pressure Sensitive Application

Airing time: between 20 - 40 mins*

Working time: up to 30 - 80 mins

Open time: Up to 100 mins

Wet Bond Application

Airing time: between 5 - 20 mins*

Working time: up to 45 mins *

Open time: up to 50 mins

Storage time: 12 months at room temperature
* depending on the absorbency of the subfloor and 

ambient conditions.

The guidance from the floorcovering manufacturer 
should always be followed if different from the 
information contained in this Technical Data Sheet.

PACKAGING
ARDEX AF 145 is packed in a 12kg plastic pail.

STORAGE AND SHELF LIFE
Stored in the original sealed container, in a dry, cool 
place, the shelf  life of ARDEX AF 145 is 12 months.

SAFETY PRECAUTIONS
ARDEX AF 145 is non-hazardous in normal usage, 
However, good hygiene practices should be followed. 
Avoid contact with  skin;  wash  off  with  soap and  
water  before  drying  takes  place.  In case of   contact   
with   eyes,   rinse   carefully   and thoroughly with 
water and seek medical advice. In case of ingestion  
seek  medical  assistance according to the relevant 
Safety Datasheet for further information (available 
upon request and online at www.ardex-quicseal.com)

DISCLAIMER
The technical datasheets are based on the latest 
information and given in good faith and represent 
the best of our knowledge and experience at the 
time of printing. They are primarily offered for user’s 
consideration and evaluation. It is the responsibility 
of the user to conduct their own tests to validate the 
suitability of the products. It is also the responsibility 
of the user to ensure that the products are used 
and handled correctly and in accordance with any 
applicable standards, the product instructions and 
recommendations and only for the uses they are 
intended. As we have no control over site conditions 
and the execution of the work, we accept no liability 
for any loss or damage which may rise as a result 
thereof. We also reserve the right to update the 
information at any time without prior notice to you 
to reflect our ongoing research and development 
programe.
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