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Single component, ready for use

Environmentally friendly

Fast track

Excellent anti-skid resistance

For internal and external applications

Ideal for application on concrete and asphalt pavement
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ARDEX CE 601 
High Strength Coloured Coating

DESCRIPTION
ARDEX CE 601 is a single component, water-based road 
marking material composed of aggregates of controlled 
grain size and color-fast synthetic resins. When cured, 
it forms an elastomeric compound, suitable for both 
asphaltic concrete and concrete surfaces.

RECOMMENDED USES
ARDEX CE 601 is suitable for bicycle lanes, walkways, 
and pavements with frequent traffic impact.

ADVANTAGES
•	 Water-based, environmentally friendly
•	 Excellent skid resistance and does not require any 

further drop-on materials
•	 Excellent adhesion to both bituminous surfaces 

(e.g. mastic asphalt, asphalt concrete) and concrete 
surface

•	 User friendly
•	 Fast track

SURFACE PREPARATION
Concrete or cement-bound surfaces
The substrate to receive ARDEX CE 601 should 
achieve a minimum compressive strength of 25MPa 
and 1.5MPa tensile strength using a pull-off test. Check 
and ensure that the substrate is cured, solid, and stable. 
Weak concrete surfaces must be suitably prepared 
down to sound, solid concrete by mechanical methods. 
Remove any foreign contaminants such as paint, lime 
coatings, plaster, curing agents, laitance, adhesive 
residues, etc by mechanical means (hydro-blasting, 
diamond grinding, shot-blasting, or high-pressure 
waterjet) that will inhibit adhesion to the substrate.

Bituminous Surfaces
Any loose components such as chippings must be 
removed. Special agents used in new pavement 
asphalt (e.g. fluxoils, adherents) are detrimental to 
good bonding of markings and can cause discoloration. 
Please contact our sales representative for further 
information.

PRIMING
Concrete or cement-bound surfaces
For optimal adhesion, 1 coat of ARDEX WPM 256 is 
recommended on concrete or screed.

Mix ARDEX WPM 256 Part A and Part B in the ratio of 1:1 
by volume, preferably using a power stirrer (rpm 500), 

until a homogeneous mix is obtained. Add 50% water 
into the mixture and mix for another 1 – 2 minutes. 
Mix only the quantity which can be used within 30 
minutes of pot life and avoid excessive aeration during 
mixing. Apply the priming coat with a roller or brush 
over the sound, cleaned the surface, and leave to dry to 
a translucent for at least 30 minutes and no more than 
12 hours before application of ARDEX CE 601.

APPLICATION
For cycling track & walkways 
Stir the coating thoroughly using a power stirrer 
(500rpm) to achieve a homogeneous mix. If required, 
add up to 3% (0.9L) clean water to adjust application 
viscosity.
Apply the first coat evenly using a roller, squeegee or 
spray equipment. Allow the first coat to dry (typically 
1 - 2 hours), depending on ambient conditions.
Apply the second coat preferably perpendicular to the 
first coat for full coverage.

CURING
Allow the coating to cure for at least 2 hours before 
opening to cyclist traffic.

CONSUMPTION
Approx. 1.2 – 1.7kg/m2 (depends on surface structure). 
Actual consumption depends on applied thickness, 
application technique (squeegee, trowel,spray or roller), 
and surface structure.

Dry Film Thickness 1.0 ± 0.1mm

COLORS

Brown Red 
RAL 3011

Traffic Green
RAL 6024 

Pure Green 
RAL 6037

Traffic White 
RAL 9016

Traffic Black 
RAL 9017

Graphite Black 
RAL 9011

Signal Yellow 
RAL 1003

Dusty Grey 
RAL 7037

Blue
BS20E56

other colours are available upon request. Please contact 
our sales repressentatives for more information.

PACKAGING
ARDEX CE 601 is packed in plastic pails – net weight 
30kg except White RAL 9016 in 25kg per pail.
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STORAGE AND SHELF LIFE
ARDEX CE 601 has a shelf life of 9 months when 
stored in the original, unopened packaging in a dry 
place at 10°C and 30% relative humidity.

CLEAN UP
Clean all tools in water immediately after use.

SAFETY PRECAUTIONS
ARDEX CE 601 is non-toxic. Wash off from skin before 
drying takes place. Any material splashed into the eye, 
mouth or nose should be washed away immediately 
with clean water. Avoid ingestion.  Non-toxic and small 
amounts are unlikely to cause more than temporary 
discomfort. If large amounts are swallowed, seek 
medical advice. For safety information on this product, 
refer to the Safety Datasheet (SDS) which is available 
upon request and online at www.ardex-quicseal.com

DISPOSAL/SPILLAGE
Please refer to the Material Safety Data Sheet for 
the safe handling, storage and disposal of chemical 
products. Any spillage from any of the products must 
be removed immediately with sand, vermiculite, or 
other inert material and collected in a suitable container 
for proper handling and treatment.

DISCLAIMER
The technical datasheets are based on the latest 
information and given in good faith and represent 

the best of our knowledge and experience at the 
time of printing. They are primarily offered for user’s 
consideration and evaluation. It is the responsibility 
of the user to conduct their own tests to validate the 
suitability of the products. It is also the responsibility 
of the user to ensure that the products are used 
and handled correctly and in accordance with any 
applicable standards, the product instructions and 
recommendations and only for the uses they are 
intended. As we have no control over site conditions 
and the execution of the work, we accept no liability for 
any loss or damage which may rise as a result thereof. 
We also reserve the right to update the information 
at any time without prior notice to you to reflect our 
ongoing research and development
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ARDEX QUICSEAL MALAYSIA SDN. BHD. 
72-2, Jalan Puteri 2/2 Bandar Puteri 47100,
Puchong, Selangor Darul Ehsan
Malaysia
Phone: +603 8051 0311
Email: sales.malaysia@ardex-quicseal.com

Thailand:
ARDEX (THAILAND) CO., LTD
969 2nd Floor Moo, 13, Soi 45, Bangna-Trad Road
Bangkaew, Bangplee, Samutprakarn 10540
Thailand
Tel: +66 2316 3069 Fax: +66 2316 3075
Email: sales@ardex.co.th

TECHNICAL DATA

Characteristics Test Method Test Results

Density SS5 : Pt B7 : 2013 1.75 – 1.83 kg/I

Solid Content ASTM D1644 : 2001 (2017) 75 ±2%

Skinning Time @ 28 - 30°C Visual 10 – 15 minutes

Skid Resistance ASTM E303 : 1993 45 – 60 BPN

Taber Abrasion ASTM D4060 : 2019 ≤ 0.12g

Adhesion to
Concrete 
Asphalt

ASTM D4541 : 2017
> 1.9MPa
> 1.0MPa

Color Fastness BS EN 20105 -A03 : 1995 Grey Scale ≥ 4.5

Surface 
Temperature

Manufacturer’s 
specification

+10°C to 
+45°C

Drying Time 30°C Visual > 120min



Vietnam:
Mobile: +84 901 351 308
Email: sales@ardex-quicseal.com

Hong Kong:
ARDEX SCORETECH LIMITED
1101 New Mandarine Plaza Tower B
14 Science Museum Road, TSTE
Telephone: +852 2529 6325 / +852 2165 0900
Email: sales@ardexscoretech.com
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