
ARDEX P 507
Water-Based Primer and Curing Agent

ARDEX-QUICSEAL SINGAPORE PTE. LTD.
26 Tuas Ave 4 Singapore 639376
Telephone: +65 6861 7700
Fax: +65 6741 4666
Email: sales@ardex-quicseal.com
www.ardex-quicseal.com

Supplied as ready for immediate use 

Ideal for sealing and priming of concrete and screeds

Environmentally friendly

To improve adhesion of cementitious mortar on concrete

To use as a moisture-retaining coating to improve the curing of concrete of 
cementitious mortar
Minimise surface shrinkage cracks and cracking of exposed surfaces



ARDEX P 507
Water-Based Primer and Curing Agent

DESCRIPTION 
ARDEX P 507 is a water dispersion primer and curing 
agent comprising of specially formulated synthetic 
resins for treating porous substrates and retaining 
water in concrete during the hydration process.

RECOMMENDED USES
•	 Concrete columns and beams
•	 Airport parking stands
•	 Storm water culverts
•	 Wharfs and jetties
•	 Parking garages
•	 Retaining walls
•	 Bridge deck
•	 Precast structures and elements

ADVANTAGES
•	 One component
•	 Improve adhesion between cementitious mortar 	
	 and concrete
•	 Reduce excessive water loss for continued  		
	 hydration and development of strength, volume 	
	 stability
•	 Excellent curing efficiency

SURFACE PREPARATION
The substrate must be clean, sound and free from all 
grease, oil, dust and other surface contaminants such 
as curing membranes. Damaged or contaminated 
concrete must be removed to obtain a good bond 
to the substrate. The substrate must be prepared 
correctly to remove all the deteriorated and detached 
concrete until a strong substrate with a rough surface 
is obtained. Any areas previously repaired and which 
are not perfectly bonded must also be removed. 

Concrete should be removed from around and behind 
all corroding rebar to a depth of 20mm or at least 
1.5times of bar diameter to allow proper placement 
and avoid future contamination of the repaired area. 
ARDEX P 507 is not recommended for use on metal 
and mastic asphalt, epoxy and polyurethane coatings

APPLICATION
Shake the container well before use. Ensure that the 
ambient temperature and the temperature of the 
surface being primed are above 5°C. 

As a Primer
Remove excess freestanding water on the surface 
prior to the application of ARDEX P 507. The surface 
should be damp to touch without standing water. Apply 
the priming coat with a soft broom or brush over the 
sound, clean surface and leave to dry to a translucent 
film before beginning any subsequent work.

As a Curing Agent
Apply ARDEX P 507 evenly by spray at a rate of 
5.5m2 per kg on newly cast concrete or cement-sand 
substrates when surface water is no longer present 
and initial set has commenced.

TECHNICAL DATA

Characteristics Test Method Test Results

Supply Form Visual Water 
dispersion

Non-Volatile 
Content

ASTM D1644 
: 2001 (2017)

15 ± 2%

Density ASTM D1475 
: 2013

1.03 ± 0.03 
@ 25°C

Water Retention ASTM C156 
: 2020

< 0.55 kg/m2

COVERAGE
5.5m2/kg

PACKAGING
ARDEX P 507 is packed in 
Plastic bottles – net weight 5kg, 20kg 
Metal Drums – net weight 210kg

STORAGE AND SHELF LIFE
ARDEX P 507 has a shelf life of 12 months when stored 
in the original, unopened packaging in a dry place at 
23°C and 50% relative humidity.

CLEAN UP
Clean all tools in water immediately after use
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SAFETY PRECAUTIONS
ARDEX P 507 should not come into contact with the 
skin and eyes or to be swallowed. Ensure adequate 
ventilation and avoid inhalation of vapours. Wear 
suitable gloves, goggles and other protective clothing. 
The use of barrier creams can provide additional skin 
protection. When working in confined areas suitable 
respiratory equipment must be used. In case of 
contact with skin, rinse with plenty of clean water then 
wash with soap and water. Do not use solvent. In case 
of contact with eyes, rinse immediately with plenty of 
clean water, and then seek medical attention without 
delay. If swallowed, seek medical attention straight 
away, do not induce vomiting. The Safety Datasheet 
(SDS) is available at www.ardexquicseal.com

DISPOSAL/SPILLAGE
Please refer to the Material Safety Data Sheet for 
the safe handling, storage and disposal of chemical 
product. Any spillage from any of the products must 
be removed immediately with sand, vermiculite 
or other inert material and collected in a suitable 
container for proper handling and treatment.

DISCLAIMER
The technical datasheets are based on the latest 
information and given in good faith and represent 
the best of our knowledge and experience at the 
time of printing. They are primarily offered for user’s 
consideration and evaluation. It is the responsibility 
of the user to conduct their own tests to validate the 
suitability of the products. It is also the responsibility 
of the user to ensure that the products are used 
and handled correctly and in accordance with any 
applicable standards, the product instructions and 
recommendations and only for the uses they are 
intended. As we have no control over site conditions 
and the execution of the work, we accept no liability 
for any loss or damage which may rise as a result 
thereof. We also reserve the right to update the 
information at any time without prior notice to you to 
reflect our ongoing research and development.
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