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Ready mixed re-sealable tube for convenience and ease
of use

Produces a textured grip surface, ideal for use with ARDEX tile 
adhesives and floor levelling compounds

Rapid drying - dries in as little as 30 minutes

Consistency eliminates drips and splashes for easy application

For internal and external use
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DESCRIPTION
ARDEX P 4 Primer is a ready mixed, rapid drying, multi-
purpose, drip free solvent free primer.

USE
ARDEX P 4 Primer can be used on internal and external 
walls, ceilings and floors. The consistency of ARDEX 
P 4 Primer has been optimised so that dripping and 
splashes are virtually eliminated. For use prior to the 
installation of ARDEX tile adhesives and floor-levelling 
compounds. ARDEX P 4 Primer produces a textured 
grip which facilitates tile on tile application, eliminating 
the risk of adhesives slipping when being applied to 
smooth surfaces. It is the ideal primer for use in areas 
which may become damp or wet such as kitchens 
bathrooms and porches, etc. If a damp proof membrane 
is required consult the ARDEX techincal services.
ARDEX P 4 Primer is suitable for use on substrates 
such as:
• Concrete
• Cement and lime renders
• Sand/cement screeds
• Ceramic Tiles and slabs
• Terrazzo
• Dispersion based paints
• Traces of non-water soluble, flooring adhesives
• Dry screeds
• Levelling and smoothing compounds

SUBSTRATE PREPARATION
Surfaces should be dry, firm, sound and free from dust, 
dirt, water soluble materials, excess adhesive residues 
and other barriers to adhesion. Polish, wax, grease etc, 
should be removed mechanically.
Existing tile and stone floors have to be cleaned with a 
base cleaner.

APPLICATION
ARDEX P 4 Primer is a ready mixed and ready to use 
primer. Apply a thin, even coat with a short pile roller 
or paint brush.
Apply the primer evenly and allow sufficient coverage 
on the substrate so that once dry it will give an opaque 
white film. Before applying tiling orflooring products, 
leave to dry to form a thin even white film.
The drying time depends on the temperature and 

absorbency of the substrate, typically 30 - 60 minutes 
at 20°C. High temperatures and absorbent substrates 
will shorten the drying time. At lower temperatures and 
on dense substrates the drying time will be extended.
There is no time limit before the tile or ARDEX self-
leveling underlayment installation may proceed. 
However, please note that the tile or ARDEX self-
leveling underlayment installation should proceed as 
soon as possible to avoid surface contamination or 
damage to the primed surface.
To facilitate application onto absorbent substrates, 
ARDEX P 4 Primer may be diluted with up to 10% litre 
of water.
The substrate temperature should be above 5°C.
Reseal opened packaging after use to avoid evaporation 
and contamination.
NOTE: ARDEX P 4 Primer is not recommended for 
submerged locations such as swimming pools or 
substrates such as metal, mastic asphalt, excess 
adhesive residues, Polyurethane and Epoxy coatings. 
For wood or wood based substrates please consult the 
ARDEX P 51 or ARDEX P 82 technical datasheet for 
advice.

TECHNICAL DATA
According to ARDEX quality standards:

Drying time (20°C): approximately 30 - 60 
minutes.

Suitable for underfloor 
heating: 

Yes

COVERAGE
Approximately 70m2 per 14 kg tub.

PACKAGING
Drum with net weight of 14 kg.

STORAGE AND SHELF LIFE
ARDEX P 4 Primer should not be stored in direct 
contact with sun and protected from freezing.
When stored under the correct conditions and 
unopened, it has a shelf life of 12 months.
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SAFETY PRECAUTIONS
ARDEX P 4 Primer is an aqueous synthetic based 
dispersion. Wash off from skin before drying takes 
place. Any material splashed into the eye, mouth or 
nose should be washed away immediately with clean 
water. Avoid ingestion. Non-toxic. Small amounts are 
unlikely to cause more than temporary discomfort. 
If large amounts are swallowed, seek medical advice 
according to the material Safety Datasheet which is 
available online at www.ardex-quicseal.com.

DISCLAIMER
The technical datasheets are based on the latest 
information and given in good faith and represent the best 
of our knowledge and experience at the time of printing. 
They are primarily offered for user’s consideration and 
evaluation. It is the responsibility of the user to conduct 
their own tests to validate the suitability of the products. 
It is also the responsibility of the user to ensure that the
products are used and handled correctly and in accordance 
with any applicable standards, the product instructions 
and recommendations and only for the uses they are 
intended. As we have no control over site conditions 
and the execution of the work, we accept no liability for 
any loss or damage which may rise as a result thereof.
We also reserve the right to update the information 
at any time without prior notice to you to reect 
our ongoing research and development program.

Offices:

Malaysia:
ARDEX QUICSEAL MALAYSIA SDN. BHD. 
72-2, Jalan Puteri 2/2 Bandar Puteri 47100,
Puchong, Selangor Darul Ehsan
Malaysia
Phone: +603 8051 0311
Email: sales.malaysia@ardex-quicseal.com

Thailand:
ARDEX (THAILAND) CO., LTD
969 2nd Floor, Moo 13, Soi 45, Bangna-Trad Road
Bangkaew, Bangplee, Samutprakarn 10540 Thailand
Telephone: +66 2316 3069  Fax:+66 2316 3075
Email: sales@ardex.co.th
Website: www.ardex.co.th

Vietnam:
Mobile: +84 901 351 308
Email: sales@ardex-quicseal.com

Jan 2024 T


