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Self-adhesive - no seaming tapes needed

Preformed -factory controlled manufacturing ensures uniformity in 
thickness.

Cold applied, fast installation, eliminates hot air or naked flames 
torching methods 

Easy & safe to install  - No risk of fire hazards and pollution	



QUICSEAL 109cp
Self-Adhesive Waterproofing Membrane

DESCRIPTION
QUICSEAL 109cp waterproofing membrane comprises 
of self-adhesive, cold applied rubberized bitumen and 
is protected by a high-density polyethylene film. The 
excellent mechanical properties of the polyethylene 
film increases the membrane’s resistance to puncture 
and damage caused by the spillage of chemicals. 

USES
QUICSEAL 109cp is ideal for below-grade waterproof-
ing structural concrete and masonry walls and is excel-
lent choice for waterproofing basements, foundations, 
retaining walls ground slabs & beams, tunnels, rein-
forced concrete roofs, lift pits, etc.

APPLICATION INSTRUCTIONS
1. Surface Preparation
All surfaces should be sound, clean, dry and free of ir-
regularities, loose particles, laitance, oil or any other 
contaminants. Concrete must be fully cured before ap-
plication of QUICSEAL 109cp. Brickwork shall be flush 
pointed or rendered to provide a smooth surface before 
priming.

Optimum adhesion is achieved when work surface is 
first primed with QUICSEAL 109 Primer at a rate of 
5 to 8m²/ltr. Allow the primer to dry 30 min or until 
tack free. Areas primed and not covered by membrane 
in 24 hours must be re-primed. Metal or other dense 
surfaces do not require priming but must be clean, dry, 
free of loose paint, rust or other contaminants.

2. Overlaps & Seams
Allow 50 mm overlaps at edges at ends. Place the next 
roll alongside the first, overlapping the at the edge, 
align properly. Peel back the release paper, press down 
firmly (using a roller if possible) to expel all trapped 
air and to ensure complete contact and continuity be-
tween the membranes.

3. Sealing Edges & Seams
On vertical applications, QUICSEAL 109cp should be 
applied over the edge of the parallel wall, slab or above 
the foundation. A groove, ringlet or chase should be 
used to terminate the membrane on the vertical sur-
face. Alternatively, the membrane may be terminated 
by using the counter flashing to ensure adhesion 
against the wall.
Extra pressure may be necessary to ensure a proper 

seal. A compatible mastic bead or sealant should be 
used for all terminations. The membrane can be fitted 
generally in conformity with B.S. code of practice CP 
82:1999.

4. Application
Horizontal surface 
For waterproofing of slightly sloped surfaces, the instal-
lation must start from the lowest point and the overlap-
ping must be formed in order to shed water. 

Vertical surface 
It recommended that the membrane be installed in 
lengths of 2.5m to 3m. If the surface to be covered 
exceeds this height, install QUICSEAL 109cp in several 
stages, starting from the lowest point and overlapping 
the joint by 50mm. Where QUICSEAL 109cp is to be 
left temporarily exposed on vertical faces, the mem-
brane may be fixed with batten at the edge to prevent 
slippage. Remove battening prior to backfilling and 
cover fully with subsequent layer of QUICSEAL 109cp.

Unroll membrane and position it on the prepared sur-
face and pull off the release paper. Upon proper align-
ment, press the membrane into position. Any punctures 
or damaged areas should be cleaned and patched us-
ing QUICSEAL 109 with 50mm laps all round.

5. Protection Of Membrane & Backfilling
QUICSEAL 109cp membrane should be protected with 
QUICSEAL 704 Extruded Polystyrene Foam, screed 
or other suitable materials to avoid damage by other 
trades prior to commencement of backfilling opera-
tions. Screed or protective topping should be laid as 
soon as possible, preferably within the same day of 
membrane application. Under no circumstances should 
the membrane be left exposed for longer periods.

TECHNICAL DATA

Property	 Test Method Typical 
Values

Thickness of bitu-
men compound

Using Vernier 
Callipers 1.50mm

Tensile strength 
Longitudinal
Transverse

> 3.0 N/mm² 
> 3.0 N/mm²

SS 374: 
1994 (2017)

Cold applied, self-adhesive, preformed, waterproofing membrane for structural concrete.



QUICSEAL 109cp

Tensile strength 
Longitudinal
Transverse

> 200%
> 200%

SS 374: 
1994 (2017)

PACKAGING
QUICSEAL 109cp self-adhesive waterproofing mem-
brane is supplied in roll size of 1 x 20 m.  

HANDLING & STORAGE
Care should be taken in storing QUICSEAL 109cp 
membrane. Rolls should be stored vertically and must 
never be stacked. Store covered in a dry, shaded area. 

LIMITATIONS 
Do not apply QUICSEAL 109cp at temperatures below 
10°C (50°F). 

HEALTH & HAZARD
There are no known hazards associated with these 
products under normal use.

IMPORTANT NOTES
The information set forth herein is furnished in good 
faith and is based on technical data that QUICSEAL 
considers to be reliable. This information is intended 
for used by persons having technical skill and at their 
own discretion and risk. Information contained in this 
product sheet conforms to the standard detail recom-
mendations and specifications for the installation of 
QUICSEAL products as of the date of publication of this 
document. QUICSEAL makes no other warranties and 
assumes no liability, expressed or implied, as to the ar-
chitecture, engineering or workmanship of any project. 
To ensure that you are using the latest, most complete 
information, contact ARDEX-QUICSEAL 

Offices: 

Malaysia:
ARDEX QUICSEAL MALAYSIA SDN. BHD. 
72-2, Jalan Puteri 2/2 Bandar Puteri 47100,
Puchong, Selangor Darul Ehsan
Malaysia
Phone: +603 8051 0311
Email: sales.malaysia@ardex-quicseal.com
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ARDEX (THAILAND) CO., LTD
969 2nd Floor, Moo 13, Soi 45, Bangna-Trad Road
Bangkaew, Bangplee, Samutprakarn 10540 Thailand
Telephone: +66 2316 3069  Fax:+66 2316 3075
Email: sales@ardex.co.th
Website: www.ardex.co.th

Vietnam:
Mobile: +84 901 351 308
Email: sales@ardex-quicseal.com
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